
YORK AXLE & SUSPENSION SARNs/CTAs

AXLES
ADR 38/02, ADR 38/03 and ADR 38/04 Compliance 
Beam size - 127mm Round,  Wheel Fitting - M22 ISO.

GALR

SARN No. CTA No. Axle Model Brake Size Application Capacity

39738 CTA-039738 2782, 2785 & R/B 420 x 180 Drum Brake TN Axles to suit 22.5" Dual Wheels 11.5 Tonne
39738 CTA-039738 2784 420 x 180 Drum Brake TN Axles to suit 22.5" Supersingle Wheels 11.5 Tonne
39738 CTA-039738 2682, 2685 & R/B 420 x 180 Drum Brake TP Outback Axles to suit 22.5" Dual Wheels 11.5 Tonne
39738 CTA-039738 2582 420 x 180 MFL Drum Brake Axles to suit 22.5" Dual Wheels 11.5 Tonne

10787 FB CTA-010787 2950 & 2955 335 x 210 Drum Brake TN Axles to suit 17.5" and 19.5" Dual Wheels 10.5 Tonne
6900 FB CTA-006900 2783, 2953 311 x 178 Drum Brake TN Axles to suit 15" and 17.5" Dual Wheels 10.0 Tonne
No SARN N/A 2954 311 x 127 Drum Brake TN Axles to suit 15" and 17.5" Dual Wheels 7.0 Tonne

27571 CTA-027571 2980 & 2985 (P19) 375 rotor Disc Brake TN Axles to suit 19.5" and 22.5" Dual Wheels 11.5 Tonne
33991 CTA-033991 2970 & 2975 (P22) 430 rotor Disc Brake TN Axles to suit 22.5" Dual Wheels 12.0 Tonne
33991 CTA-033991 2570 & 8970 (P22) 430 rotor MFL Disc Brake Axles to suit 22.5" Dual Wheels 12.0 Tonne

Heavy Duty Axles

Beam size - 127mm and 152mm Round,  Wheel Fitting - M22 and M24 ISO
GALR

SARN No. CTA No. Axle Model Brake Size Application Capacity

16491 FB CTA-016491 2800 420 x 220 Heavy Duty Drum Brake Axles to suit 20", 22.5" and 15.0 Tonne
24" Dual Wheels. 17.5 Tonne

20.0 Tonne



SUSPENSIONS

YORK AIR SUSPENSIONS

Tecair 1 and Tecair 2 Air Suspensions

ADR 38/02, ADR 38/03 and ADR 38/04 Compliance 
Tecair 1 Ride Heights - 200mm to 600mm.
Tecair 2 Ride Heights - 165mm, 235mm to 600mm.
Beam size - 127mm Round.

Duratrac Air Suspensions

ADR 38/02, ADR 38/03 and ADR 38/04 Compliance 
Duratrac Ride Heights - 200mm to 460mm.
Beam size - 127mm Round.

Tecair FB VRH and Tecair FB Air Suspensions

ADR 38/02, ADR 38/03 and ADR 38/04 Compliance 
Tecair FB VRH Ride Heights - 170mm to 450mm.
Tecair FB Ride Heights - 150mm to 420mm.
Beam size - 127mm Round.

GALR

SARN No. SARN No. (Superseded) CTA Application Capacity

8163 SS 8219 SS CTA-060015 Single Axle Air Suspension - Overslung/Underslung 11.0 Tonne
8164 SS 8220 SS CTA-060035 Tandem Axle Air Suspension - Overslung/Underslung 22.0 Tonne
8162 SS 8221 SS CTA-060036 Tri Axle Air Suspension - Overslung/Underslung 33.0 Tonne

12567 SS CTA-060019 Quad Axle Air Suspension - Overslung/Underslung 44.0 Tonne

YORK MECHANICAL SUSPENSIONS

MT 75mm Mechanical Suspension

ADR 38/02, ADR 38/03 and ADR 38/04 Compliance 
Single Axle - Overslung and Underslung
Tandem Axle - 4'0", 4'6" and 5'0" - Overslung and Underslung
Tri Axle - 4'0", 4'6" and 5'0" - Overslung and Underslung
Beam size - 127mm Round, 120mm Square and 150mm Square.

GALR

SARN No. SARN No. (Superseded) CTA Application Capacity

6306 SS 6224 SS CTA-006306 Single Axle Suspension - Overslung 10.0 Tonne
6306 SS 6223 SS and 6360 SS CTA-006306 Single Axle Suspension - Underslung 10.0 Tonne
6307 SS 9076 SS CTA-006307 Tandem Axle Suspension - Overslung 20.0 Tonne

6307 SS 9073 SS and 9132 SS/02 CTA-006307 Tandem Axle Suspension - Underslung 20.0 Tonne

6305 SS 9074 SS CTA-006305 Tri Axle Suspension - Overslung 30.5 Tonne

6305 SS 9075 SS and 9130 SS/02 CTA-006305 Tri Axle Suspension - Underslung 30.5 Tonne

12577 SS CTA-012577 Quad Axle Suspension - Overslung/Underslung 37.0 Tonne

YTB 90mm / YTE 90mm Mechanical Suspension

ADR 38/02, ADR 38/03 and ADR 38/04 Compliance 
Single Axle - Overslung and Underslung
Tandem Axle - 1300mm and 1550mm - Overslung and Underslung
Tri Axle - 1300mm and 1550mm - Overslung and Underslung
Quad Axle - 1300mm and 1550mm - Overslung and Underslung
Beam size - 152mm Round and 150mm Square.

GALR

SARN No. CTA Application Capacity

12216 SS CTA-012216 Single Axle Suspension - Overslung/Underslung 20.0 Tonne
12217 SS CTA-012217 Tandem Axle Suspension - Overslung/Underslung 40.0 Tonne
12218 SS CTA-012218 Tri Axle Suspension - Overslung/Underslung 60.0 Tonne
12219 SS CTA-012219 Quad Axle Suspension - Overslung/Underslung 80.00 Tonne


