
 Competitor Gabriel®
Fleetline

Gabriel®  
GasSLX

65528 85069 89455

66118 83001  

66122 83038  

66147 83009  

66418 85918  

66419 85931 89458

66423 85001  

66424 85310  

66425 85920  

66427 85058  

66429 85311 89424

66431 85066 89448

66432 85319 89428

66433 85918  

66434 85069 89455

66435 85062  

66436 85067 89451

66502 646155  

66607 85052  

66627 85045  

66634 83203 89436

66672 83209 (std)  

66672 85013 (HD)  

66684 85007 89412

66828 85012 89413

66893 83203 89436

74073 85320 89429

74409 85310 89423

74417 85311 89424

74420 85003 89411

74425 85724 89443

74433 85331  

557001 85013  

557009 85007 89412

557010 85909  

557015 85013 89414

557023 85909  

557033 85900  

 Competitor Gabriel®
Fleetline

Gabriel®  
GasSLX

65101 85062 89408

65102 85001 89410

65103 85320 89429

65109 85058 89431

65111 85006  

65113 85012 89413

65114 85006  

65124 85053 89442

65130 85061 89450

65139 85918 89449

65140 85918 89449

65148 85918 89449

65159 85070 89459

65177 85012 89413

65401 85013 89414

65402 85311 89424

65404 85310 89423

65408 85319 89428

65409 85003 89411

65416 85323 89436

65419 85000 89436

65420 85013 89414

65431 85909  

65434 85012 89413

65435 85901  

65436 85900  

65444 85311 89424

65459 85043  

65468 85069 89455

65482 85006 89401

65484 85013 89414

65486 85066 89448

65489 85331  

65490 85724 89443

65492 85931 89458

65494 85061 89450

65495 85067 89451

65510 85052  

Gabriel®/ Competitor Cross Reference

For additional part numbers please see Gabriel Catalog pages 256-260
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* Excluding some or all 83000 Series
**Including 85300 and 85700 Series

¹ Where required. ² Excluding GasSLX
Note: Features may vary by part number

Gabriel® Features and Benefits

Gabriel® keeps working long after the job is done.
Quality components, precision engineering and a durable, robust design  
ensure top performance throughout the life of Gabriel® heavy-duty shock 
absorbers, and reduce wear and tear on other costly suspension parts.

Greater tensile strength
Reduces end mount failures

Extra seal protection 
improves fluid retention
Leads to longer product life

Unique and robust design
Prevents shocks from topping 
out and suspensions from 
over-extending
Significantly reduces fatigue 
in mounts, lights and other 
vibration sensitive components

Self-compensates for wear 
over shock life
Rugged and durable design
Less fade, more consistent 
performance over the  
full range
Reduces force-velocity 
variabilities, increases 
control capabilities at low 
velocities

For comfort and control
Enhanced durability
Self-cleaning

Adjustable - 3 positions: Regular, 
Firm, Extra Firm
Gas Cell - Separates gas from fluid
Reduced fade
High Temperature (H.T.) Fluid aids 
in operation at extreme conditions
Multi-lip Viton Rod Seal - material 
withstands high temperatures

Provides smooth surface on 
inner cylinder for piston seal  
and piston bearing face
Less chance of scoring and 
better durability
Higher tolerance on the inside 
diameter

Increased fluid capacity
Lower operating temperatures
Less internal wear due to  
heat dissipation

Provides superior corrosion 
resistance, performance and 
product life

Forged Solid Steel Eye Rings 
and 360° Arc-Welded  
End Mounts*

Triple Lip, Nitrile Rod Seal²

Hydraulic Extension Stop¹

Pressurized, Floating  
Piston Seal Design

SAF Holland US: 800.876.3929

10 Stage All Coil Spring Valving

GasSLX® - Features the 
benefits noted above, plus:

Drawn over Mandrel (D.O.M.)
Inner Cylinder Tube

Bulged Design**²

Super-Finished Chromed  
Piston Rods
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