
Important Info – April 2019

All SAF (Binkley) Mechanical Slide Boxes

Product Change Notification

Attention
Beginning June 10, 2019, SAF-HOLLAND will be revising all mechanical slider assemblies per the illustration 
below. These product enhancements will reduce the number of slider variants, add mounting holes for bolt-on 
options, and reduce labor by eliminating extra welding.

The following changes are noted:

– Integrated mud flap brackets

– Inner flange mounting holes for tank brackets

– Bolt-on pin puller/pull handle bracket

– Integrated front stinger bracket

– Bolt-on air release chamber bracket

– DURASYSTEM™ center equalizer standard for all models

– Center rod hook standard for all models

These changes will apply to all ULX and UltraLite Series Sliders. New part numbers will be created to facilitate 
the changes. Your OEM Account Sales Manager will be contacting you with more specific implementation 
timing and part number changes.
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BOLT-ON BRACKET
Pin-Puller (Air Release)
or
Pull Handle
(Mechanical Release)

BOLT-ON BRACKET
Air Release 
Brake Chamber

INTEGRATED 
STINGER BRACKET 
in side sill

EXISTING DURASYSTEM 
CENTER EQUALIZER 
standard for all models

BOLT-ON MOUNTING HOLE 
OPTIONS for all OEM air 
tank bracket locations

SIDE SILL OPTIONS 
Both Hutch & Binkley 
8˝ & 10˝ Heights

FRAME WIDTH OPTIONS 
48˝ Standard 
42˝/46˝/54˝ Optional

INTEGRATED MUD 
FLAP BRACKET  
in side sill

CENTER ROD HOOK 
standard for all 
models


